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Digicard Hotel

Initial Setup

Connect the network cable provided to your network router/switch or
structured cabling and the other end to the RJ45 (Ethernet port) on your
digicard Hotel. You will then need to connect the power lead and turn on the

unit using the switch on the power socket. Fig 1. Digicard Hotel Rear
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Fig 2. Digicard Hotel Front
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USB Port

When the system is powered it will enter its boot process and the power and
USB lights on the front will cycle as follows:

§ Both lights red - system is booting.

8§ One light red - network settings are being checked.

§ One light amber - network settings passed.

§ Two amber lights - initialising the system. If red lights follow this, please

refer to troubleshooting on page 11.
§ Both lights green - system is ready.
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Initial Setup

Digicard Hotel requires an IP address on your network. There are two methods
of providing this:

DHCP (Recommended) Static IP Address
You can either allow the digicard You can assign a static IP address to
hotel to obtain an IP address digicard Hotel either via the web
automatically from your DHCP interface or manually if you cannot

server or setup a reservation on your access the web interface. Please read

DHCP server using the MAC address. page 12 (“Manual Configuration”) for
more information.

If your network uses DHCP, the

Digicard Hotel will automatically

receive an IP and you can continue

with the steps below.

Digicard Hotel is configured via its own web interface. You can access the web
interface from any PC on the same network. If you assigned a static IP address,
you simply need to open an Internet browser session and enter the IP address
in the address bar. If you used DHCP you should be able to type ‘DCH’ followed
by the serial number in your address bar.

If you cannot locate digicard Hotel then we have provided an application to
automatically locate it for you. The application can be found on the supplied
USB flash drive.

Fig 3. Locator Software
Plug the flash drive into an available
USB port on your PC, then open it to
view its contents. Double click on
digiCentral Locator which will
interrogate your network and locate
Digicard Hotels. Clicking the
binoculars will initiate the search and
upon completion, select the desired
Digicard Hotel and click the browser
button to launch the page in your web
browser.

= digiCard Hotels
16000000 - 192.168...
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Digicard Hotel

Main Menu
Card Readers—View and manage the company card details allocated
to each card reader.
Log file—
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